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20 000

15 000

Temperatura polimérica, hasta 338°F (170°C)**
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Latherier ziPLY97 is 

multilayer protection system 

designed and manufactured 

for complete protection of 

tubing; including threads 

and external surfaces. 

Suitable for severely 

corrosive environments with 

additional ARPD issues.
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Latherier ziPLY97 is 

multilayer protection system 

designed and manufactured 

for complete protection of 

tubing; including threads 

and external surfaces. 

Suitable for severely 

corrosive environments with 

additional ARPD issues.
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There may be a 
negative effect on 
duplex coatings when 
active acid-containing 
or other solvent 
liquids are used to 
intensify the flow of 
oil-containing fluids.

Alteriver, Inc. 
representative should 
be consulted for all 
the technical issues 
before deciding to use 
these fluids to 
intensify oil flow with 
duplex coatings.
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Sin Alteriver Streamer Con Alteriver Streamer
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Average Tiempo de 
falla… Numero de 

Paraffis…..
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RendimientoEjemplos
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№2

– 6,83;

▪ – 238,8 / 3;

▪ – 11,9 / 3;

▪ – 1 000 000 к 3; 

▪ – 40,62 / 3;

▪ – 30,83 / 3;

▪ – 0,64 / 3;

▪ – 7,9 / 3.
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majorpack 10
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Desgaste de las Barillas de Bombeo Desgaste de Tubos
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Clientos Principales

▪ Hilcorp Energy
▪ Percussion Petroleum
▪ Encana
▪ Maverick Natural Resources
▪ OFSI
▪ ConocoPhillips
▪ Apache Corporation

▪ Maverick Natural 
Resources

▪ OFSI
▪ ConocoPhillips

▪ Encana
▪ Maverick Natural 

Resources
▪ OFSI
▪ ConocoPhillips




